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1
SEMICONDUCTOR DEVICE AND RECEIVER

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is a continuation of U.S. application Ser.
No. 13/938,859, filed Jul. 10, 2013, which claims benefit of
priority from the prior Japanese Application No. 2012-
157275, filed Jul. 13, 2012; the entire contents of all of which
are incorporated herein by reference.

BACKGROUND

The present invention relates to a semiconductor device,
ideal for utilization for example in semiconductor devices for
performing correlated calculations.

In recent years advances are being made in studies relating
to power line communications in which communication is
carried out by way of power lines. Unlike wireless commu-
nication (radio) utilizing communication channels whose
output level is limited strictly by legal or standards, in power
line communications there is a large amount of noise gener-
ated from the various equipment coupled to the power line.
Noise generated in power line communication is narrow band
noise generated from switching regulators, etc. This narrow
band noise causes a frame synchronization error. The receiver
that receives the signal must therefore suppress the effects
from this narrow band noise.

US Patent Application Publication No. 2009-0304133 dis-
closes a structure that eliminates noise in the input signal by
adaptively changing the filter coefficient and changing the
filter characteristics so as to reduce noise to a minimum. The
receiver disclosed in US Patent Application Publication No.
2009-0304133 also carries out synch detection by using the
noise-removed input signal.

Japanese Unexamined Patent Application Publication No.
2009-225470 discloses a power line communication device
that does not utilize the subcarrier that generates narrow band
noise in the input signal.

SUMMARY

The receiver disclosed in US Patent Application Publica-
tion No. 2009-0304133 eliminates narrow band noise fre-
quency components by utilizing notch filtering according to
the narrow band noise in the input signal. However this
method has the problem that this method removes not only the
narrow band noise but also the adjacent frequency signal
components to the narrow band noise. The similar problem
also occurs in the power line communication device disclosed
in Japanese Unexamined Patent Application Publication No.
2009-225470 due to operation that does not use the subcarrier
components of the narrow band noise in the input signal.
Other issues and novel features will be made clear and appar-
ent from the description of the present specifications and
accompanying drawings.

The semiconductor device of the present embodiment is a
device that detects narrow band noise in the input signal from
the power line, and calculates the correlation between the
input signal and the reference signal whose amplitude value
corresponding to the narrow band noise of the frequency is
reduced.

A semiconductor device and receiver according to the
embodiment of the present invention can be provided in
which the effects of narrow band noise are eliminated.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a block diagram of the receiver of a first embodi-
ment;
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FIG. 2A is a drawing for describing the preamble signal in
the frequency domain of the first embodiment;

FIG. 2B is a drawing for describing the narrow band noise
in the first embodiment;

FIG. 2C is a drawing for describing the preamble signal
whose amplitude is adjusted in the first embodiment;

FIG. 3 is a block diagram of the narrow band noise detector
section of the first embodiment;

FIG. 4 is a drawing for describing the narrow band noise of
the first embodiment;

FIG. 5 is a block diagram of the reference signal generator
section of the first embodiment;

FIG. 6 is a block diagram of the narrow band noise detector
section of a second embodiment;

FIG. 7 is a drawing for describing the narrow band noise of
the second embodiment;

FIG. 8 is a drawing for describing the narrow band noise of
the second embodiment;

FIG. 9 is a block diagram of the reference signal generator
section of a third embodiment; and

FIG. 10 is a block diagram of the structure of the receiver
of a fourth embodiment.

DETAILED DESCRIPTION
First Embodiment

The embodiment is described next while referring to the
accompanying drawings. A structural example of a receiver 1
ofa firstembodiment is first of all described while referring to
FIG. 1. The receiver 1 includes an AFE 11, a narrow band
noise detector section 12, a reference signal generator section
15, a correlation calculation section 19, and a demodulator
20. The narrow band noise detector section 12 includes an
FFT section 13 and a noise frequency detector section 14. The
reference signal generator section 15 contains an amplitude
adjuster section 16, an IFFT section 17, and a reference signal
table 18.

The AFE (Analog Front End) 11 receives an analog signal
sent from an external device and so on that is different from
the receiver 1. The AFE 11 adjusts the gain of the received
analog signal. The AFE 11 also converts the analog signal to
a digital signal. The AFE 11 outputs the analog-to-digital
converted signal to the narrow band noise detector section 12,
a correlation calculation section 19, and a demodulator 20.

The FFT section 13 performs Fourier transform of the time
domain digital signal output from the AFE 11 to a frequency
domain digital signal. The digital signal for the frequency
domain is a signal linked to the power or the receive power
shown by utilizing the frequency and digital signals. The time
domain digital signal is a signal linking the sampling time and
amplitude of the signal. The FFT section 13 outputs the fre-
quency domain digital signal to the noise frequency detector
section 14.

The noise frequency detector section 14 determines
whether the frequency domain digital signal that is output
contains narrow band noise. The noise frequency detector
section 14 also detects the frequency where the narrow band
noise is occurring when the signal is determined to include
narrow band noise. The detection processing of the narrow
band noise is described in detail later on. Narrow band noise
is noise having a narrow frequency band relative to the band
used for communications and that is generated from equip-
ment coupled to the power line. Moreover, the narrow band
noise is noise output from a radio wave emitting device near
the periphery of the communication device utilized for wire-
less communication. The noise frequency detector section 14
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outputs the information relating to the narrow band noise
frequency to the amplitude adjuster section 16.

The amplitude adjuster section 16 sets the signal compo-
nent corresponding to the narrow band noise frequency of a
pre-established reference signal to 0. Alternatively, the ampli-
tude adjuster section 16 sets the signal component corre-
sponding to the narrow band noise frequency of the pre-
established reference signal to a sufficiently small value. An
overview of the process for adjusting the reference signal in
the amplitude adjuster section 16 is described here using FIG.
2.

FIG. 2A is a drawing showing a preamble signal as one
example of the reference signal for a pre-established fre-
quency domain. The horizontal axis in FIG. 2A shows the
frequency. In FIG. 2B and FIG. 2C, the horizontal axis also
shows the frequency. FIG. 2B shows the detected narrow
band noise. Information relating to the frequency where the
narrow band noise shown in FIG. 2B is occurring is output
from the noise frequency detector section 14 to the amplitude
adjuster section 16. The amplitude adjuster section 16 sets the
signal component of the frequency shown in FIG. 2B where
narrow band noise is occurring, to O for the preamble signal
shown in FIG. 2A. FIG. 2C shows the preamble signal for the
case where the signal component of the frequency where
narrow band noise is occurring is setto O for a preamble signal
in a pre-established frequency domain.

Returning now to FIG. 1, the amplitude adjuster section 16
outputs the reference signal of the frequency domain shown
in FIG. 2C to the IFFT section 17.

The IFFT section 17 converts the reference signal for the
frequency domain output from the amplitude adjuster section
16 to a reference signal for a time domain. The IFFT section
17 outputs the time domain reference signal to the reference
signal table 18.

The reference signal table 18 records information related to
the time domain reference signal output from the IFFT sec-
tion 17. When the IFFT section 17 periodically outputs infor-
mation relating to the time domain reference signal, the ref-
erence signal table 18 may record just the latest information
or may record information relating to plural time domain
reference signals.

The correlation calculation section 19 calculates the cor-
relation between the digital signal output from the AFE 11
and the reference signal generated based on information
recorded in the reference signal table 18. An example of the
correlation calculation is shown next.

In this calculation, the digital signal output from the AFE
11 is set as f(t), and the reference signal generated based on
information stored in the reference signal table 18 is set as
g(t). In this case, the correlation between the input signal and
the reference signal at time t is found by calculating the
convolution of f(t), and g(t). The convolution of {(t), and g(t)
calculated as (f*g)(t)=/f(t)g(t—T)dt.

When the Fourier transform is set as F, this formula for
multiplying in the frequency domain by the convolution prin-
cipleis expressed as F(f*g)=F(f)-F(g). Here, the digital signal
output from the AFE 11 is set as the narrow band noise
f(t)=sin(wt). In this case, if the reference signal g(t) contains
no frequency component of w, in other words, when the signal
component of frequency w is 0, the correlation becomes to 0.

The narrow band noise detector section 12 performs Fou-
rier transform of the digital signal output from the AFE 11 in
the FFT section 13 and specifies a narrow band noise fre-
quency w(omega/angular precession velocity), from the fre-
quency domain signal. Moreover, the reference signal gen-
erator section 15 sets the frequency component equivalent to
o in the pre-established frequency domain reference signal to
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0. The correlation between the reference signal and the nar-
row band noise calculated by the correlation calculation sec-
tion 19 can in this way be suppressed to a small value. Reduc-
ing the correlation between the narrow band noise and the
reference signal to a small value also serves to minimize the
effects of narrow band noise and therefore improves the
immunity to narrow band noise in synchronization of the
frame utilizing the correlating value.

The demodulator 20 performs synchronization processing
of'the frame output from the AFE 11 by using the correlation
value calculation results that are output from the correlation
calculation section 19. The demodulator 20 generates a
demodulating signal by using the data signal contained in the
frame output from the AFE 11 after performing the synchro-
nization processing.

A structural example of the narrow band noise detector
section 12 of the first embodiment is described next in detail
while referring to FIG. 3. The narrow band noise detector
section 12 contains an FFT section 13, a subcarrier power
extractor section 31, a power comparator section 32, and a
noise judgment unit 33. The subcarrier power extractor sec-
tion 31, a power comparator section 32, and a noise judgment
unit 33 correspond to the noise frequency detector section 14
in FIG. 1.

The FFT section 13 converts the time domain digital signal
output from the AFE 11 to a frequency domain digital signal.
The FFT section 13 outputs the frequency domain digital
signal to the subcarrier power extractor section 31.

The subcarrier power extractor section 31 extracts the
receive power value for each subcarrier utilizing the fre-
quency domain digital signal output from the FFT section 13.
The subcarrier is a carrier wave for conveying the data. The
subcarrier power extractor section 31 detects the receive
power value set in each subcarrier. The subcarrier power
extractor section 31 outputs information relating to the
receive power value that is detected to the power comparator
section 32. The subcarrier power extractor section 31 outputs
information in sequence, for example from information relat-
ing to the receive power value of a subcarrier at a low fre-
quency, to information relating to the receive power value of
a subcarrier at a high frequency.

The power comparator section 32 compares the size of
receive power in adjacent subcarriers by using information
relating to the receive power value of each subcarrier output
from the subcarrier power extractor section 31. Adjacent sub-
carriers are subcarriers on adjacent frequency bands. The
power comparator section 32 for example compares the
receive power in a subcarrier that is first received (No. 1), with
the receive power in a subcarrier that is the second one
received (No. 2). The No. 1 and No. 2 subcarriers are subcar-
riers on adjacent frequencies. The power comparator section
32 therefore compares the receive power value in the adjacent
subcarriers. The power comparator section 32 outputs the
comparison results to the noise judgment unit 33. The power
comparator section 32 further compares the second (No. 2)
and third (No. 3) receive power values and outputs the com-
parison results to the noise judgment unit 33. The power
comparator section 32 in this way outputs comparison results
for received power values of adjacent subcarriers to the noise
judgment unit 33.

The noise judgment unit 33 decides based on comparison
results output from the power comparator section 32 whether
or not narrow band noise is occurring. The noise judgment
unit 33 may for example judge that narrow band noise is
occurring in the case where the receive power values is higher
than a specified percentage compared to the adjacent subcar-
rier. In other words, the noise judgment unit 33 may decide
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that narrow band noise is occurring in the second subcarrier in
the case that the receive power value of the second subcarrier
is higher than the receive power value of the first subcarrier by
a specified percentage or more.

The noise judgment unit 33 outputs to the reference signal
generator section 15, information relating to the subcarrier
where the narrow band noise is occurring. More specifically,
the noise judgment unit 33 outputs information relating to the
frequency of the subcarrier where narrow band noise is occur-
ring, to the reference signal generator section 15.

The detection of narrow band noise by the narrow band
noise detector section 12 is described here while referring to
FIG. 4. Here, FIG. 4 shows the receive power values for each
frequency, and the narrow band noise at two points where the
receive power is larger compared to adjacent subcarriers. The
narrow band noise occurring at the two points is a receive
power larger by a specified percentage than the receive power
value of the adjacent subcarriers. The specified percentage by
which narrow band noise is judged to have occurred may be
decided according to the network environment, etc.

A structural example of the reference signal generator sec-
tion 15 of the first embodiment is described next in detail
while referring to FIG. 5. The reference signal generator
section 15 is described utilizing a preamble signal as an
example of the reference signal. The preamble signal is a
signal utilized in correlation calculation with the synchroni-
zation signal contained in the input signal, in order to perform
frame synchronization processing, and this signal moreover
has a pre-determined waveform.

The reference signal generator section 15 includes a time
domain preamble table 42, a FFT section 43, a frequency
domain preamble table 44, an amplitude adjuster section 16,
an IFFT section 17, and a preamble table 45. The amplitude
adjuster section 16 and the IFFT section 17 contain the same
functions as the amplitude adjuster section 16 and IFFT sec-
tion 17 in FIG. 1. Here, utilizing the preamble signal as an
example of the reference signal is described while using the
preamble table 45 as the reference signal table 18 in FIG. 1.

Preamble data utilized for generating the time domain pre-
amble signal is recorded in the time domain preamble table
42. The FFT unit 43 converts the time domain preamble
signal output from the time domain preamble table 42 into a
frequency domain preamble signal. The FFT unit 43 outputs
the frequency domain preamble signal to the frequency
domain preamble table 44.

Information relating to the frequency domain preamble
signal output from the FFT section 43 is recorded in the
frequency domain preamble table 44.

The amplitude adjuster section 16 receives information
relating to the subcarrier where the narrow band noise is
occurring, that is output from the narrow band noise detector
section 12. The amplitude adjuster section 16 sets the subcar-
rier where the narrow band noise is occurring to 0 amplitudes
or to a sufficiently small value relative to the frequency
domain preamble signal output from the frequency domain
preamble table 44. The amplitude adjuster section 16 outputs
an amplitude-adjusted preamble signal to the IFFT section
17.

The IFFT section 17 converts the frequency domain pre-
amble signal received from the amplitude adjuster section 16
to a time domain preamble signal and outputs it to the pre-
amble table 45. Information relating to the time domain pre-
amble signal output from the IFFT section 17 is recorded in
the preamble table 45. The preamble table 45 outputs the time
domain preamble signal with the amplitude adjusted by the
amplitude adjuster section 16, to the correlation calculation
section 19.
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Utilizing the receiver 1 of the first embodiment as
described above allows detecting the narrow band noise con-
tained in the signal input to the receiver 1. The narrow band
noise detector section 12 is further capable of specifying the
frequency where the narrow band noise is occurring. The
reference signal generator section 15 can in this way reduce
the amplitude value to O or to a sufficiently small value in the
frequency where the narrow band noise is occurring. Conse-
quently, the correlation between the reference signal and the
narrow band noise can be prevented from occurring. Alterna-
tively, the correlation between the reference signal and the
narrow band noise can be limited to a small value.

Preventing a correlation between the reference signal and
narrow band noise or limiting the correlation to a small value
will prevent the correlation between the receive frame and
reference signal from becoming embedded in the correlation
between the narrow band noise and reference signal. The
frame synchronization immunity to narrow band noise can
therefore be improved.

Second Embodiment

A structural example of the narrow band noise detector
section 12 of a second embodiment is described next in detail
while referring to FIG. 6. The narrow band noise detector
section 12 includes an FFT section 13, a power average value
calculator section 51, a subcarrier power extractor section 52,
apower comparator section 53, and a noise judgment unit 54.

The FFT section 13 converts the time domain digital signal
output from the AFE 11 to a frequency domain digital signal.
The FFT section 13 outputs the frequency domain digital
signal to the power average value calculator section 51 and
the subcarrier power extractor section 52.

The power average value calculator section 51 utilizes the
frequency domain digital signal output from the FFT section
13 to calculate the average value of the total receive power of
the frequency band being used. The power value correspond-
ing to the frequency is described with the name receive power.
Information relating to the frequency band being used is
determined in advance and may be notified ahead of time to
the power average value calculator section 51 and the subcar-
rier power extractor section 52. The power average value
calculator section 51 notifies the power comparator section 53
of'information relating to the average value of the total receive
power of the frequency band being used.

The subcarrier power extractor section 52 utilizes the fre-
quency domain digital signal output from the FFT section 13
to extract the power value of each subcarrier contained in the
frequency band being used. The subcarrier power extractor
section 52 outputs the power value of each subcarrier in
sequence to the power comparator section 53. The subcarrier
power extractor section 52 for example outputs the receive
power values in sequence starting from subcarriers in the low
frequency band to the power comparator section 53. Alterna-
tively, the subcarrier power extractor section 52 may output
the receive power values in sequence starting from subcarri-
ers in the high frequency band to the power comparator sec-
tion 53.

The power comparator section 53 compares the average
value of the total receive power for the frequency band being
used with the receive power value of each subcarrier. The
power comparator section 53 outputs to the noise judgment
unit 54, information relating to which among the average
value of the total receive power output from the power aver-
age value calculator section 51, and the receive power output
from the subcarrier power extractor section 52 is higher and to
what extent. Moreover when the receive power of the subcar-
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rier is higher, the power comparator section 53 outputs to the
noise judgment unit 54 information relating to how much
higher the subcarrier receive power is than the average value
of the total receive power.

The noise judgment unit 54 decides whether or not narrow
band noise has occurred based on information output from the
power comparator section 53. When the subcarrier receive
power is higher than the average value of the total receive
power by a specified percentage or more then the noise judg-
ment unit 54 decides that narrow band noise has occurred in
that subcarrier. The noise judgment unit 54 may also decide
that narrow band noise has occurred in that subcarrier when
the subcarrier receive power is higher than the average value
of the total receive power, and the difference between the
average value of the total receive power and the subcarrier
receive power is higher than a specified value. The noise
judgment unit 54 outputs the subcarrier information that nar-
row band noise is occurring to the reference signal generator
section 15.

The detection of narrow band noise by the narrow band
noise detector section 12 is described next using FIG. 7. In
FIG. 7 apower value larger than the average value of the total
receive power by the specified value is set as a threshold
value, and the locations where the power exceeds the thresh-
old is regarded as narrow band noise.

Utilizing the narrow band noise detector section 12 of the
second embodiment of the present invention as described
above, allows detecting subcarriers where narrow band noise
is occurring. Moreover, the method for detecting narrow band
noise in the second embodiment renders the following effects
compared to the method for detecting narrow band noise by
comparing receive power values among adjacent subcarriers.
These effects are described while referring to FIG. 8.

FIG. 8 shows the state where the receive power value or the
power increases as the frequency band becomes higher. When
narrow band noise is detected after comparing the receive
power value between adjacent subcarriers, but the difference
in receive power values between adjacent subcarriers did not
exceed a specified value, the judgment is made that narrow
band noise is not occurring. However, the narrow band noise
detection method of the second embodiment can judge that
narrow band noise has occurred in that subcarrier when the
receive power exceeds P1 which is set as a power larger than
the average value of the total receive power by a specified
value. The narrow band noise detection method of the second
embodiment can in this way be utilized to detect narrow band
noise that could not be detected by the method that detects
narrow band noise by comparing the receive power between
adjacent subcarriers. The narrow band noise detection
method of the second embodiment can therefore improve the
narrow band noise detection accuracy.

Third Embodiment

A structural example of the reference signal generator sec-
tion 15 of a third embodiment is described next while refer-
ring to FIG. 9. The reference signal generator section 15 is
described while utilizing a preamble signal as an example the
same as the reference signal in FIG. 5. The reference signal
generator section 15 in FIG. 9 includes a frequency domain
preamble table 44, an amplitude adjuster section 16, an IFFT
section 17, and a preamble table 45. The reference signal
generator section 15 in FIG. 9, in other words, differs from the
reference signal generator section 15 in FIG. 5 in the point of
not containing a time domain preamble table 42 and a FFT
section 43. The frequency domain preamble table 44, an
amplitude adjuster section 16, an IFFT section 17, and a
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preamble table 45 in FIG. 9 are assigned the same reference
numerals as the structural elements in FIG. 5 and have the
same functions.

Namely, by recording the preamble data in advance in the
frequency domain preamble table 44 in order to generate a
frequency domain preamble signal as shown in FIG. 9, refer-
ence signal generator section 15 can be configured without
the time domain preamble table 42 and a FFT section 43. The
reference signal generator section 15 can in this way have a
more simplified structure.

Fourth Embodiment

A structural example of the receiver 100 of a fourth
embodiment is described next while referring to FIG. 10. The
receiver 100 in FIG. 10 differs from the receiver 1 in FIG. 1in
the point that the receiver 100 contains a timing control sec-
tion 110. The timing control section 110 regulates the startup
ofthe narrow band noise detector section 12 and the reference
signal generator section 15. The timing control section 110 in
other words implements periodic control so as to operate the
narrow band noise detector section 12 and the reference sig-
nal generator section 15 at each specified timing (periods).
The timing control unit 110 may as one example use a timer
to operate the narrow band noise detector section 12 and the
reference signal generator section 15 at each of the specified
timings.

Narrow band noise is noise occurring at periodic intervals.
There is generally little fluctuation in the frequency where
narrow band noise occurs. There is therefore no need to
operate the narrow band noise detector section 12 all the time.
The reference signal generator section 15 also need not con-
tinually receive information relating to the frequency where
the narrow band noise occurs from the narrow band noise
detector section 12 and generate the reference signal. Setting
a memory region for storing a reference signal setting value
output from the reference signal generator section 15 into the
correlation calculation section 19 for example allows stop-
ping operation of the reference signal generator section 15.
By periodically operating and stopping the narrow band noise
detector section 12 and the reference signal generator section
15 in this way, the timing control section 110 can be utilized
to conserve power and to reduce the processing load on the
receiver 100.

A structure for intermittently (periodically) operating the
narrow band noise detector section 12 and the reference sig-
nal generator section 15 by using a timing control section 110
is described for the fourth embodiment; however, the narrow
band noise detector section 12 and the reference signal gen-
erator section 15 may also be intermittently operated based on
control signals output for example from other circuits.

Specific examples of the invention rendered by the present
inventors are described above; however, the present invention
is not limited by these examples, and needless to say all
manner of changes within a range not departing from the
substance of the invention are allowable.

What is claimed is:

1. A receiver configured to receive an input signal through

power lines, comprising:

a narrow band noise detector configured to detect narrow
band noise frequency in an input signal;

a reference signal generator configured to generate a sec-
ond reference signal whose amplitude value correspond-
ing to the narrow band noise frequency of a first refer-
ence signal has been reduced,
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a correlation calculator configured to calculate a correlat-
ing value between the input signal and the second refer-
ence signal, and

a demodulator configured to perform frame synchroniza-
tion processing of the input signal using the correlating
value and to generate a demodulating signal,

wherein the reference signal generator comprises:

an amplitude adjuster configured to reduce amplitude
value of the first reference signal corresponding to the
narrow band noise frequency to generate a second fre-
quency domain reference signal, and

a converter configured to convert the second frequency
domain reference signal to a second time domain refer-
ence signal, and configured to supply the correlation
calculator with the second time domain reference signal
as the second reference signal.

2. The receiver according to claim 1, wherein the converter
is a first converter and the reference signal generator further
comprises a second converter, wherein the second converter
converts a first time domain reference signal to a first fre-
quency domain reference signal and supplies the amplitude
adjuster with the first frequency domain reference signal as
the first reference signal.

3. The receiver according to claim 1, further comprising:

atiming controller configured to control the operating tim-
ing of the narrow band noise detector.

4. The receiver according to claim 1, wherein the input
signal includes a synchronizing signal part and a data signal
part, and

wherein the reference signal is a preamble signal utilized
for calculating the correlation with a synchronizing sig-
nal in the input signal.

5. A receiver which is used to receive an input signal

through power lines, comprising:

a narrow band noise detector configured to detect narrow
band noise frequency in an input signal;

a reference signal generator configured to generate a sec-
ond reference signal whose amplitude value correspond-
ing to the narrow band noise frequency of a first refer-
ence signal has been reduced,

a correlation calculator configured to calculate a correlat-
ing value between the input signal and the second refer-
ence signal, and
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a demodulator configured to perform frame synchroniza-
tion processing of the input signal using the correlating
value and to generate a demodulating signal,

wherein the narrow band noise detector comprises:

a converter to convert the input signal, which is a time
domain signal, to a first signal in a frequency domain
signal, and

a narrow band noise frequency detector to detect the fre-
quency where the narrow band noise is occurring in the
first signal.

6. The receiver according to claim 5, wherein the narrow
band noise detector is configured to compare the power val-
ues of adjacent subcarriers in the first signal, and to determine
that the narrow band noise has occurred in subcarriers having
a power value larger than a specified percentage.

7. The receiver according to claim 5, wherein the narrow
band noise detector is configured to compare the average
value of the total power of the subcarriers used in the first
signal, and to determine that the narrow band noise has
occurred in subcarriers having a power value larger than a
specified percentage.

8. The receiver according to claim 5, wherein the converter
is a first converter and the reference signal generator further
comprises an amplitude adjuster and a second converter,

wherein the amplitude adjuster is configured to reduce
amplitude value of the first reference signal correspond-
ing to the narrow band noise frequency to generate a
second frequency domain reference signal, and

wherein the second converter is configured to convert the
second frequency domain reference signal to a second
time domain reference signal, and configured to supply
the correlation calculator with the second time domain
reference signal as the second reference signal.

9. The receiver according to claim 8, wherein the reference
signal generator further comprises a third converter, wherein
the third converter is configured to convert a first time domain
reference signal to a first frequency domain reference signal
and to supply the amplitude adjuster with the first frequency
domain reference signal as the first reference signal.
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